


SECTION 26 05 36
CABLE TRAYS FOR ELECTRICAL SYSTEMS
PART 1 - GENERAL

1.1 SECTION INCLUDES

A. Cable Trays and Accessories.

1.2 SUBMITTALS

A. Submit under applicable section of Division 01 – General Requirements.

B. Shop Drawings: Indicate tray type, dimensions, support points, routing, and minimum clear dimensions from building elements and from adjacent work provided under other sections.

1.3 PROJECT RECORD DOCUMENTS

A. Submit under provisions of Division 01 – General Requirements.

B. Record actual routing of cable tray and locations of supports.

1.4 QUALITY ASSURANCE

A. Furnish products listed and classified by Underwriters Laboratories, Inc. as suitable for purpose specified and shown.

PART 2 - PRODUCTS

2.1 LADDER-TYPE CABLE TRAY

A. Manufacturer: Cablofil

B. Description: High strength steel wire tray.

C. Material: Steel.

D. Inside Width: 12, 18, 24 inches as indicated.

E. Inside Depth: 6 inches unless indicated plans.

F. Provide manufacturer's standard radius fitting (unless specials are required) clamps, hangers, brackets, splice plates, reducer plates, blind ends, barrier strips, connectors, and grounding straps.

2.2 WARNING SIGNS

A. Engraved Nameplates: 1/2 inch high black letters on yellow laminated plastic nameplate, engraved with the following wording:

WARNING! DO NOT USE CABLE TRAY AS WALKWAY, LADDER, OR SUPPORT. USE ONLY AS MECHANICAL SUPPORT FOR CABLES AND TUBING!

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install in accordance with manufacturer's instructions.

B. Install metallic cable tray in accordance with NEMA VE 1.

C. Support trays in accordance with Section 26 05 29 and as noted in structural drawings. Provide supports at each connection point, at the end of each run, and at other points to maintain spacing between supports of 5’ foot maximum.

D. Use expansion connectors where required and allowed.

E. Ground and bond cable tray under provisions of Section 26 05 26.

1. Provide continuity between tray components.

2. Provide 2 AWG bare copper equipment grounding conductor through entire length of tray; bond to each component.

3. Connections to tray may be made using mechanical or exothermic connectors.

F. Install warning signs at 50 foot centers along cable tray, located to be visible. 

G. When cable tray penetrates walls, provide cable tray penetration assembly and provide UL approved material/methods to maintain fire rating. 

H. Each low voltage system in cable tray shall be bonded together with Velcro straps.
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