SECTION 26 27 26
WIRING DEVICES

PART 1 - GENERAL

1.1 SECTION INCLUDES

A. Wall Switches.

B. Wall Dimmers.

C. Receptacles.

D. Device Plates and Decorative Box Covers.

E. Floor Box Service Fittings.

F. Poke-through Service Fittings.

1.2 QUALITY ASSURANCE

A. Furnish products listed and classified by Underwriters Laboratories, Inc. as suitable for purpose specified and shown.

1.3 EXTRA MATERIALS

A. Furnish under provisions of applicable section of Division 01 – General Requirements.

B. Provide 6  of each style, size, and finish wall plate.

PART 2 - PRODUCTS

2.1 WALL SWITCHES

A. Manufacturers:

1. Arrow Hart 1990 Series.

2. Bryant 4900 Series.

3. General Electric GE 5900 Series.

4. Hubbell 1220 Series.

5. Leviton 1221 Series.

6. Pass and Seymour 20 ACI Series.

B. Description: Specification grade, quiet type, AC only general-use snap switch.

C. Device Body: Ivory plastic with rocker handle, red toggle when connected to standby power source.

D. Indicator Light: Separate pilot strap; red color lens; neon lamp.

E. Locator Light: Lighted handle type switch; ivory color handle.

F. Voltage Rating: 120-277 volts, AC.

G. Current Rating: 20 amperes.

2.2 WALL DIMMERS

A. Manufacturers:

1. Lutron Nova T Series.

2. Prescolite Horizon Series.

3. Lightolier Neptune Series.

B. Description: Solid state dimmer with preset for incandescent, low voltage or fluorescent lamps, as indicated on Drawings.

C. Device Body: White plastic with linear slide.

D. Voltage: 120 volts.

E. Power Rating: Match load shown on Drawings.

F. Accessory Wall Switch: Match dimmer appearance.

G. Three-way Switch: Match dimmer appearance.

2.3 RECEPTACLES

A. Surge Suppression Receptacle, Type 5-20R, Specification Grade:

1. Hubbell #5350S.

B. Clock-hanger Receptacle:

1. Arrow Hart 5708.

2. Bryant #2828.

3. General Electric #.

4. Hubbell #5235.

5. Leviton #5261-CH.

6. Pass and Seymour #2123.

C. Single Convenience Receptacle, Type 5-20R, Hospital Grade:

1. Arrow Hart #8310.

2. Bryant #8310.

3. General Electric #GE 8310.

4. Hubbell #8310.

5. Leviton #8310.

6. Pass and Seymour #9301.

D. GFCI Receptacle, Type 5-20R, Hospital Grade:

1. Arrow Hart #GF8300.

2. Bryant GFR83.

3. General Electric #GF 8300.

4. Hubbell #GF-8300.

5. Leviton #6898-HG.

6. Pass and Seymour #2091-SHG.

E. Surge Suppression Receptacle, Type 5-20R Hospital Grade:

1. Hubbell #8300H.

2. Pass and Seymour #6362.

F. Safety Receptacle, Type 5-20R:

1. Hubbell #SG62.

2. General Electric #GE 8300-T.

3. Leviton #5262-SG.

4. Pass and Seymour #SG-62H.

G. Special Purpose Receptacle:

1. Arrow Hart.

2. Bryant.

3. General Electric.

4. Hubbell.

5. Leviton.

6. Pass and Seymour.

7. Configuration as shown on Drawings.

H. Isolated Ground Receptacles: Specified receptacle with ground contact isolated from ground strap.

I. Substitutions: Under provisions of applicable section of Division 01 – General Requirements.

J. Device Body: Ivory plastic for normal use; red when connected to stand-by power source; orange when used with isolated ground conductor; blue when used with integral surge suppressor.

2.4 WALL PLATES

A. Decorative Cover Plate: 

1. Ivory smooth plastic 

2. Manufacturer: Same as wiring device.

B. Weatherproof Cover Plate: Gasketed cast metal with hinged gasketed device cover. Provide separately operable cover for each half of duplex receptacles.

C. Provide plates for telephone data, television, and telephone outlets. Use same manufacturer as wiring device plates.

2.5 POKE-THROUGH FITTINGS

A. Manufacturers:

1. Hubbell PT Series.

2. Walker 1300 Series.

3. Substitutions: Under provisions of applicable section of Division 01 – General Requirements.

B. Description: Assembly comprising service fitting, poke-through component, firestops, smoke barriers, and junction box for conduit termination.

C. Fire Rating: 4 hours.

D. Service Fitting:

1. Type: Pedestal.

2. Housing: Satin aluminum.

3. Device Plate: Stainless steel.

4. Configuration: 1 duplex and 1 communications outlet. 

5. Hubbell FR Series.

6. Walker 1300 Series.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install products in accordance with manufacturer's instructions.

B. Install devices plumb, level, and rigidly in place.

C. Install switches with OFF position down, 2 inches to 8 inches from trim on the strike side of door.

D. Install wall dimmers to achieve power rating required for load shown on drawings.

E. Do not share neutral conductor on load side of dimmers.

F. Install receptacles with grounding pole on  bottom.

G. Connect wiring device grounding terminal to branch circuit equipment grounding conductor.

H. Install switched receptacles with top half switched.

I. Install decorative plates on switch, receptacle, and blank outlets in finished areas. Use multi-gang plates for multiple devices.

J. Connect wiring devices by wrapping conductor around screw terminal.

K. Use jumbo size plates for outlets installed in masonry walls.

L. Install galvanized steel plates on outlet boxes and junction boxes in unfinished areas, above accessible ceilings, and on surface mounted outlets.

M. Install isolated ground receptacle so that isolated ground conductor is isolated from metallic raceway.

3.2 ADJUSTING

A. Adjust devices and wall plates to be flush and level.
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