SECTION 26 28 19
ENCLOSED SWITCHES

PART 1 - GENERAL

1.1 WORK INCLUDED

A. Disconnect switches.

B. Fuses.

C. Enclosures.

1.2 REFERENCES

A. NEMA KS 1 – Enclosed Switches.

1.3 OPERATING AND MAINTENANCE DATA

A. Submit corrected copies of submittal data under provisions of applicable section of Division 01 – General Requirements.

1.4 QUALITY ASSURANCE

A. Furnish products listed and classified by Underwriters Laboratories, Inc. as suitable for purpose specified or shown.

1.5 SPARE PARTS

A. Provide 3 spare fuses of each size and type.

PART 2 - PRODUCTS

2.1 ACCEPTABLE MANUFACTURERS – DISCONNECT SWITCHES

A. Square D.

B. General Electric-Alternate:  (Provide separate cost including cost associated with A+E team to make change.  Contractor shall also identify paragraph by paragraph how their system meets, does not meet or exceeds specified.  Contractor shall also identify impacts to schedule for change in vendor.)

C. ITE-Alternate:  (Provide separate cost including cost associated with A+E team to make change.  Contractor shall also identify paragraph by paragraph how their system meets, does not meet or exceeds specified.  Contractor shall also identify impacts to schedule for change in vendor.)

D. Cutler Hammer-Alternate:  (Provide separate cost including cost associated with A+E team to make change.  Contractor shall also identify paragraph by paragraph how their system meets, does not meet or exceeds specified.  Contractor shall also identify impacts to schedule for change in vendor.)

E. Substitutions: Under provisions of applicable section of Division 01 – General Requirements.

2.2 DISCONNECT SWITCHES

A. Fusible Switch Assemblies: Heavy duty, quick-make, quick-break, load interrupter enclosed knife switch with externally operable handle interlocked to prevent opening front cover with switch in ON position. Handle lockable in OFF position. Fuse Clips: Designed to accommodate Class R fuses.

B. Nonfusible Switch Assemblies: Heavy duty, quick-make, quick-break, load interrupter enclosed knife switch with externally operable handle interlocked to prevent opening front cover with switch in ON position. Handle lockable in OFF position.

C. Enclosures: NEMA KS 1; As indicated on the drawings.

D. Switch Ratings: Voltage and current ratings, number of poles as shown on plan or as required by equipment or feeder controlled by switch. Provide solid neutral for switches installed on a circuit including a neutral conductor.

2.3 ACCEPTABLE MANUFACTURERS – FUSES

A. Buss.

B. Economy.

C. Shawmut.

D. Substitutions: Under provisions of applicable section of Division 01 – General Requirements.

2.4 FUSES

A. Fuses 600 Amperes and Less: UL Class RK with time delay when feeding circuit breakers or panelboards; UL Class RK5 without time delay for service entrances and with time delay for motor circuits.

B. Interrupting Rating: 200,000 rms amperes.

C. Provide fuses with voltage and current ratings suitable for equipment controlled. Where current ratings are not shown on plans, provide fuses recommended by equipment manufacturer(s).

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install disconnect switches shown mounted on walls at plus 4 feet-6 inches to centerline of switch.

B. Install disconnect switches shown on or adjacent to equipment on field-fabricated galvanized steel frames conforming to Section 26 05 29.

C. Install fuses in fusible disconnect switches.
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